
TF-4H

Film lapping system - High precision & 
efficiency for shaft surface
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Pressing

Drive roller

Part

Back up roller

Film

High efficiency production and compact 
･ Feed part to machine continuously  
･ Achieve to improve productivity 
･ Saving space

Improvement of precision machining
To achieve high-accuracy by 
･ Polishing film
･ 4 step lapping head
･ 4 level lapping by each grain size film

Improvement of flexibility
Automatic change over 
･ Drive roller pitch 
･ Back up roller position (height)
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Plateau Surface 

Machine size (outline)

TF-4H

Machine specification

This prduct corresponds to COCOM list on Foreign Exchange and Foreign Trade Act
In case of export to outside of Japan, it's required the expoting permission from japanese government
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Grinding Film lapping

Achieve ideal surface
Flat and having functions as 
an oil reservoir for lubrication

Achieve ideal surface is flat and having functions as an oil reservoir for lubrication

Part surface

Before Ra 0.08µm After Ra 0.04µm

60 times60 times

Part (Plating shaft)
Outer dia:φ10～

Full length:150～550mm

Part loading speed  
(Outer dia φ22mm)  
Cycle time (ref.)

MAX121mm sec (Part rpm 5000)
About 5sec. (Work length 240mm)

No. of heads 4sets

Coolant Oil-based

Coolant filtration system
1st : Paper filter

2nd : Bag filter

Floor layout
Width x Depth: 1935 x 1876 mm

Height: 2363mm

Treatment of used film Roll-up above lapping heads
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All information in this catalog is based on in-house measurements. This information is not guaranteed for all conditions.
Improvements to ratings or outer appearance may result in unannounced changes.


